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Oil-Field Chains (E Series)

HKK Oil-field chains are manufactured in accordance with 

ANSI, API standards, and officially approved by The American 

Petroleum Institute for high quality, reliability and long trouble-

free service life. Used in oil-field drilling and producing operations 

such as hoisting, pumping and drawworks.

HKK E & HE-series roller chains are manufactured in the same 

standards as oil-field chains.

E TYPE

HKK
Chain
No.

Dimensions - mm
Average
Ultimate 
Strength

Maximum
Allowable

Load

Average
Chain
Weight

Pitch Roller Pin Plate Trans.
Pitch

Width Dia. Dia. Length Height Thick.

P W R D L1 L2 H T TP kN kN kg/m

HKK 80E 25.4 15.88 15.88 7.93 16.4 19.1 23.4 3.2 79.4 18.4 2.52

HKK 80E-2 30.8 33.7 29.3 159 26.7 5.10

HKK 80E-3 45.5 48.6 238 39.3 7.68

HKK 80E-4 60.2 63.3 318 51.8 10.25

HKK 80E-5 74.9 77.9 397 61.2 12.84

HKK 80E-6 89.6 92.5 476 72.2 15.42

HKK 80E-8 118.8 121.8 635 97.3 20.58

HKK 100E 31.75 19.05 19.05 9.53 19.7 23.3 29.3 4.0 119 28.3 3.91

HKK 100E-2 37.6 41.2 35.8 238 40.8 7.74

HKK 100E-3 55.5 59.1 357 60.0 11.58

HKK 100E-4 73.7 77.1 476 79.2 15.40

HKK 100E-5 91.5 95.1 595 93.6 19.26

HKK 100E-6 109.4 113.0 714 110 23.10

HKK 100E-8 145.2 148.9 952 149 30.81

HKK 100E-10 181.0 184.7 1190 180 38.54

HKK 120E 38.10 25.40 22.23 11.10 24.8 28.6 35.1 4.8 174 38.0 5.76

HKK 120E-2 47.5 51.3 45.4 348 54.2 11.49

HKK 120E-3 70.2 74.0 522 79.8 17.20

HKK 120E-4 93.1 96.9 696 105 22.92

HKK 120E-5 115.8 119.6 870 124 28.65

HKK 120E-6 138.5 142.3 1044 147 34.36

HKK 120E-8 183.8 187.9 1392 198 45.81

HKK 120E-10 229.2 233.3 1740 239 57.38

RO LLER CH AIN S

O il-Field Chains (E Series)

26

S Y
C hain

No.

Pitc h

S Y 8 0 E

S Y 8 0 E -2

S Y 8 0 E -3

S Y 8 0 E -4

S Y 8 0 E -5

S Y 8 0 E -6

S Y 8 0 E -8

S Y 1 0 0 E

S Y 1 0 0 E -2

S Y 1 0 0 E -3

S Y 1 0 0 E -4

S Y 1 0 0 E -5

S Y 1 0 0 E -6

S Y 1 0 0 E -8

S Y 1 0 0 E -1 0

S Y 1 2 0 E

S Y 1 2 0 E -2

S Y 1 2 0 E -3

S Y 1 2 0 E -4

S Y 1 2 0 E -5

S Y 1 2 0 E -6

S Y 1 2 0 E -8

S Y 1 2 0 E -1 0

P W R

25.4

31.75

38.10

15.88

19.05

25.40

15.88

19.05

22.23

7.93

9.53

11.10

32.8

61.6

90.9

120.4

149.8

179.1

237.6

39.4

75.1

110.9

147.4

183.0

218.8

290.4

362.0

49.5

94.9

140.3

186.1

231.5

276.9

367.5

458.3

35.5

64.5

94.1

123.5

152.8

182.1

240.6

43.0

78.8

114.6

150.8

186.6

222.4

294.1

365.7

53.4

98.8

144.2

190.0

235.4

280.8

371.7

462.5

16.4

30.8

45.5

60.2

74.9

89.6

118.8

19.7

37.6

55.5

73.7

91.5

109.4

145.2

181.0

24.8

47.5

70.2

93.1

115.8

138.5

183.8

229.2

19.1

33.7

48.6

63.3

77.9

92.5

121.8

23.3

41.2

59.1

77.1

95.1

113.0

148.9

184.7

28.6

51.3

74.0

96.9

119.6

142.3

187.9

233.3

23.4

29.3

35.1

3.2

4.0

4.8

－
29.3

－
35.8

－
45.4

79.4

159

238

318

397

476

635

119

238

357

476

595

714

952

1190

174

348

522

696

870

1044

1392

1740

18.4

26.7

39.3

51.8

61.2

72.2

97.3

28.3

40.8

60.0

79.2

93.6

110

149

180

38.0

54.2

79.8

105

124

147

198

239

2.52

5.10

7.68

10.25

12.84

15.42

20.58

3.91

7.74

11.58

15.40

19.26

23.10

30.81

38.54

5.76

11.49

17.20

22.92

28.65

34.36

45.81

57.38

R oller

Width Dia.

D

Dia.

Dimensions - mm

Pin Plate

Length Height Thic k.

Trans .
Pitc h

Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T TP kN kN kg/m

SY O il-field chains are manufactured in ac-
cordance with AN SI, API standards, and of-
ficially approved by The American Petrole-
um Institute for high quality , reliability and
long trouble-free service life. U sed in oil-
field drilling and producing operations such
as hoisting, pumping and drawworks.
SY E & H E-series roller chains are manufac-
tured in the same standards as O il-field
chains.
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HKK
Chain
No.

Dimensions - mm
Average
Ultimate 
Strength

Maximum
Allowable

Load

Average
Chain
Weight

Pitch Roller Pin Plate Trans.
Pitch

Width Dia. Dia. Length Height Thick.

P W R D L1 L2 H T TP kN kN kg/m

HKK 140E 44.45 25.40 25.40 12.70 27.0 31.3 40.9 5.6 - 227 50.3 7.41

HKK 140E-2 51.5 55.7 48.9 454 73.2 14.63

HKK 140E-3 75.9 80.4 681 108 21.91

HKK 140E-4 100.6 104.9 908 142 29.17

HKK 140E-5 125.1 129.3 1135 168 36.45

HKK 140E-6 149.5 153.8 1362 198 43.72

HKK 140E-8 198.3 202.8 1816 267 58.28

HKK 160E 50.80 31.75 28.58 14.28 32.2 36.5 46.7 6.4 - 294 66.3 9.79

HKK 160E-2 61.4 65.8 58.5 588 95.0 19.45

HKK 160E-3 90.7 95.0 882 140 29.17

HKK 160E-4 120.2 124.5 1176 184 38.77

HKK 160E-6 149.4 153.9 1764 257 58.08

HKK 180E 57.15 35.70 35.70 17.45 36.3 42.1 52.5 7.2 - 363 70.6 13.39

HKK 180E-2 69.1 74.9 65.8 726 102 26.62

HKK 180E-3 102.3 107.9 1089 150 39.85

HKK 180E-4 135.1 140.8 1452 197 53.08

HKK 200E 63.50 38.10 39.67 19.83 39.3 47.7 59.8 8.0 - 470 82.3 16.93

HKK 200E-2 75.1 83.6 71.6 940 130 33.73

HKK 200E-3 110.9 119.3 1410 191 50.53

HKK 200E-4 146.7 155.7 1880 252 67.34

HKK 240E 76.20 47.63 47.63 23.78 48.2 55.9 70.3 9.5 - 677 112.8 23.64

HKK 240E-2 92.1 99.7 87.8 1354 179 47.13

HKK 240E-3 136.0 143.6 2031 263 70.61

HKK 240E-4 179.9 187.5 2708 347 94.09

RO LLER CH AIN S

27

S Y
C hain

No.

Pitc h

S Y 1 4 0 E

S Y 1 4 0 E -2

S Y 1 4 0 E -3

S Y 1 4 0 E -4

S Y 1 4 0 E -5

S Y 1 4 0 E -6

S Y 1 4 0 E -8

S Y 1 6 0 E

S Y 1 6 0 E -2

S Y 1 6 0 E -3

S Y 1 6 0 E -4

S Y 1 6 0 E -6

S Y 1 8 0 E

S Y 1 8 0 E -2

S Y 1 8 0 E -3

S Y 1 8 0 E -4

S Y 2 0 0 E

S Y 2 0 0 E -2

S Y 2 0 0 E -3

S Y 2 0 0 E -4

S Y 2 4 0 E

S Y 2 4 0 E -2

S Y 2 4 0 E -3

S Y 2 4 0 E -4

P W R

44.45

50.80

57.15

63.50

76.20

25.40

31.75

35.70

38.10

47.63

25.40

28.58

35.70

39.67

47.63

12.70

14.28

17.45

19.83

23.78

54.0

102.9

151.7

201.2

250.1

299.0

396.5

64.3

122.8

181.3

240.3

298.8

72.5

138.2

204.5

270.2

78.5

150.2

221.7

293.3

96.4

184.2

272.0

359.8

58.3

107.2

156.3

205.5

254.4

303.3

401.1

68.7

127.2

185.7

244.7

303.3

78.4

144.0

210.2

275.9

87.0

158.7

230.2

302.4

104.1

191.8

279.6

367.4

27.0

51.5

75.9

100.6

125.1

149.5

198.3

32.2

61.4

90.7

120.2

149.4

36.3

69.1

102.3

135.1

39.3

75.1

110.9

146.7

48.2

92.1

136.0

179.9

31.3

55.7

80.4

104.9

129.3

153.8

202.8

36.5

65.8

95.0

124.5

153.9

42.1

74.9

107.9

140.8

47.7

83.6

119.3

155.7

55.9

99.7

143.6

187.5

40.9

46.7

52.5

59.8

70.3

5.6

6.4

7.2

8.0

9.5

－
48.9

－
58.5

－
65.8

－
71.6

－
87.8

227

454

681

908

1135

1362

1816

294

588

882

1176

1764

363

726

1089

1452

470

940

1410

1880

677

1354

2031

2708

50.3

73.2

108

142

168

198

267

66.3

95.0

140

184

257

70.6

102

150

197

82.3

130

191

252

112.8

179

263

347

7.41

14.63

21.91

29.17

36.45

43.72

58.28

9.79

19.45

29.17

38.77

58.08

13.39

26.62

39.85

53.08

16.93

33.73

50.53

67.34

23.64

47.13

70.61

94.09

R oller

Width Dia.

D

Dia.

Dimensions - mm

B C L C onnec ting links provided with press-fit type c hains

Pin Plate

Length Height Thic k.

Trans .
Pitc h

Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T TP kN kN kg/m
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E TYPE

BCL Connecting Links provided with 
press-fit type chains
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Oil-Field Chains (HE Series)

HKK Heavy series roller chains are designed with thicker 

side plates to insure greater capacity for absorbing 

shock loads without fatigue failure of side plates. Also 

manufactured to close tolerances in accordance with 

ANSI specifications and are mainly used for applications 

where space and design limitations prohibit the use of 

a large size roller chain, and yet greater load carrying 

capacities are needed in oil-filed drilling operations.

HE TYPE

HKK
Chain
No.

Dimensions - mm
Average
Ultimate 
Strength

Maximum
Allowable

Load

Average
Chain
WeightPitch

Roller Pin Plate Trans.
PitchWidth Dia. Dia. Length Height Thick.

P W R D L1 L2 H T TP kN kN kg/m

HKK 80HE 25.4 15.88 15.88 7.93 17.8 21.1 23.4 4.0 - 93.2 18.4 2.80

HKK 80HE-2 34.2 37.1 32.6 186 28.4 5.54

HKK 80HE-3 50.5 53.5 280 41.8 8.26

HKK 80HE-4 66.8 69.9 373 55.1 10.98

HKK 80HE-5 83.1 86.2 466 65.1 13.71

HKK 80HE-6 99.4 102.5 559 76.8 16.43

HKK 80HE-8 132.0 135.1 746 104 21.88

HKK 100HE 31.75 19.05 19.05 9.53 21.1 24.6 29.3 4.8 - 142 28.3 4.14

HKK 100HE-2 40.8 44.2 39.1 284 45.1 8.20

HKK 100HE-3 60.4 64.0 426 66.3 12.26

HKK 100HE-4 79.7 83.5 568 87.5 16.33

HKK 100HE-5 99.3 103.0 710 103 20.39

HKK 100HE-6 119.1 122.7 852 122 24.45

HKK 100HE-8 158.2 161.8 1136 164 32.58

HKK 100HE-10 197.3 200.9 1420 199 40.70

HKK 120HE 38.10 25.40 22.23 11.10 26.3 30.7 35.1 5.6 - 191 38.0 5.83

HKK 120HE-2 51.0 55.1 48.9 382 58.3 11.56

HKK 120HE-3 75.3 79.3 573 85.8 17.29

HKK 120HE-4 99.6 104.1 764 113 23.02

HKK 120HE-5 123.9 128.7 955 134 28.75

HKK 120HE-6 148.8 152.7 1146 158 34.48

HKK 120HE-8 197.7 202.0 1528 213 45.94

HKK 120HE-10 246.6 250.9 1910 257 57.40

RO LLER CH AIN S

O IL-FIELD CH AIN S(H E SERIES)

28

S Y
C hain

No.

Pitc h

S Y 8 0 H E

S Y 8 0 H E -2

S Y 8 0 H E -3

S Y 8 0 H E -4

S Y 8 0 H E -5

S Y 8 0 H E -6

S Y 8 0 H E -8

S Y 1 0 0 H E

S Y 1 0 0 H E -2

S Y 1 0 0 H E -3

S Y 1 0 0 H E -4

S Y 1 0 0 H E -5

S Y 1 0 0 H E -6

S Y 1 0 0 H E -8

S Y 1 0 0 H E -1 0

S Y 1 2 0 H E

S Y 1 2 0 H E -2

S Y 1 2 0 H E -3

S Y 1 2 0 H E -4

S Y 1 2 0 H E -5

S Y 1 2 0 H E -6

S Y 1 2 0 H E -8

S Y 1 2 0 H E -1 0

P W R

25.4

31.75

38.10

15.88

19.05

25.40

15.88

19.05

22.23

7.93

9.53

11.10

35.5

68.4

101.0

133.6

166.2

199.0

264.0

42.2

81.6

120.7

159.0

198.5

238.2

316.4

394.6

52.6

102.0

150.6

199.2

247.8

297.6

395.4

493.2

38.8

71.3

104.0

136.7

169.3

201.9

267.1

45.7

85.0

124.4

163.5

202.3

241.8

320.0

398.2

57.0

106.1

154.6

203.7

252.6

301.5

399.7

497.5

17.8

34.2

50.5

66.8

83.1

99.4

132.0

21.1

40.8

60.4

79.7

99.3

119.1

158.2

197.3

26.3

51.0

75.3

99.6

123.9

148.8

197.7

246.6

21.1

37.1

53.5

69.9

86.2

102.5

135.1

24.6

44.2

64.0

83.5

103.0

122.7

161.8

200.9

30.7

55.1

79.3

104.1

128.7

152.7

202.0

250.9

23.4

29.3

35.1

4.0

4.8

5.6

－
32.6

－
39.1

－
48.9

93.2

186

280

373

466

559

746

142

284

426

568

710

852

1136

1420

191

382

573

764

955

1146

1528

1910

18.4

28.4

41.8

55.1

65.1

76.8

104

28.3

45.1

66.3

87.5

103

122

164

199

38.0

58.3

85.8

113

134

158

213

257

2.80

5.54

8.26

10.98

13.71

16.43

21.88

4.14

8.20

12.26

16.33

20.39

24.45

32.58

40.70

5.83

11.56

17.29

23.02

28.75

34.48

45.94

57.40

R oller

Width Dia.

D

Dia.

Dimensions - mm

Pin Plate

Length Height Thic k.

Trans .
Pitc h

Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T TP kN kN kg/m

H E T Y P E

SY H eavy series roller chains are designed
with thicker side plates to insure greater
capacity for absorbing shock loads without
fatigue failure of side plates. Also
manufactured to close tolerances in
accordance with AN SI specifications and
are mainly used for applications where
space and design limitations prohibit the
use of a large size roller chain, and yet
greater load carrying capacities are needed
in oil-field drilling operations.
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HE TYPE

HKK
Chain
No.

Dimensions - mm
Average
Ultimate 
Strength

Maximum
Allowable

Load

Average
Chain
WeightPitch

Roller Pin Plate Trans.
PitchWidth Dia. Dia. Length Height Thick.

P W R D L1 L2 H T TP kN kN kg/m

HKK 140HE 44.45 25.40 25.40 12.70 28.5 33.1 40.9 6.4 - 252 50.3 8.41

HKK 140HE-2 54.7 59.3 52.2 504 76.7 16.59

HKK 140HE-3 80.9 85.5 756 113 24.77

HKK 140HE-4 107.0 111.7 1008 149 32.96

HKK 140HE-5 133.1 137.8 1260 176 41.15

HKK 140HE-6 159.2 163.9 1512 207 49.33

HKK 140HE-8 211.4 216.1 2016 280 65.78

HKK 160HE 50.80 31.75 28.58 14.28 33.9 39.1 46.7 7.2 - 319 66.3 10.86

HKK 160HE-2 64.9 70.0 61.9 638 100 21.21

HKK 160HE-3 95.9 100.9 957 147 31.54

HKK 160HE-4 126.9 131.9 1276 194 41.89

HKK 160HE-6 188.8 193.8 1914 270 62.58

HKK 180HE 57.15 35.70 35.70 17.45 37.9 43.5 52.5 8.0 - 441 70.6 15.18

HKK 180HE-2 72.1 77.7 68.6 882 121 30.06

HKK 180HE-3 106.4 112.3 1323 179 44.94

HKK 180HE-4 140.7 146.7 1764 236 59.83

HKK 200HE 63.50 38.10 39.67 19.83 42.5 50.8 59.8 9.5 - 559 82.3 17.85

HKK 200HE-2 81.6 90.4 78.3 1118 138 35.20

HKK 200HE-3 120.7 129.6 1677 204 52.53

HKK 200HE-4 159.9 168.7 2236 269 69.94

HKK 240HE 76.20 47.63 47.63 23.78 55.6 62.0 70.3 12.7 - 883 112.8 32.29

HKK 240HE-2 105.8 113.1 101.2 1766 192 62.06

HKK 240HE-3 156.3 163.8 2649 283 91.82

HKK 240HE-4 207.0 214.3 3532 373 121.58

RO LLER CH AIN S

29

S Y
C hain

No.

Pitc h

S Y 1 4 0 H E

S Y 1 4 0 H E -2

S Y 1 4 0 H E -3

S Y 1 4 0 H E -4

S Y 1 4 0 H E -5

S Y 1 4 0 H E -6

S Y 1 4 0 H E -8

S Y 1 6 0 H E

S Y 1 6 0 H E -2

S Y 1 6 0 H E -3

S Y 1 6 0 H E -4

S Y 1 6 0 H E -6

S Y 1 8 0 H E

S Y 1 8 0 H E -2

S Y 1 8 0 H E -3

S Y 1 8 0 H E -4

S Y 2 0 0 H E

S Y 2 0 0 H E -2

S Y 2 0 0 H E -3

S Y 2 0 0 H E -4

S Y 2 4 0 H E

S Y 2 4 0 H E -2

S Y 2 4 0 H E -3

S Y 2 4 0 H E -4

P W R

44.45

50.80

57.15

63.50

76.20

25.40

31.75

35.70

38.10

47.63

25.40

28.58

35.70

39.67

47.63

12.70

14.28

17.45

19.83

23.78

57.0

109.4

161.8

214.0

266.2

318.4

422.8

67.7

129.8

191.8

253.7

377.5

75.7

144.2

212.8

281.4

84.9

163.1

241.4

319.8

110.2

211.6

312.6

414.0

61.6

114.0

166.4

218.7

270.9

323.1

427.5

72.9

134.9

196.8

258.8

382.6

81.3

149.8

218.7

287.4

93.2

172.0

250.3

328.6

117.7

218.9

320.1

421.3

28.5

54.7

80.9

107.0

133.1

159.2

211.4

33.9

64.9

95.9

126.9

188.8

37.9

72.1

106.4

140.7

42.5

81.6

120.7

159.9

55.6

105.8

156.3

207.0

33.1

59.3

85.5

111.7

137.8

163.9

216.1

39.1

70.0

100.9

131.9

193.8

43.5

77.7

112.3

146.7

50.8

90.4

129.6

168.7

62.0

113.1

163.8

214.3

40.9

46.7

52.5

59.8

70.3

6.4

7.2

8.0

9.5

12.7

52.2

61.9

68.6

78.3

101.2

252

504

756

1008

1260

1512

2016

319

638

957

1276

1914

441

882

1323

1764

559

1118

1677

2236

883

1766

2649

3532

50.3

76.7

113

149

176

207

280

66.3

100.

147

194

270

70.6

121

179

236

82.3

138

204

269

112.8

192

283

373

8.41

16.59

24.77

32.96

41.15

49.33

65.78

10.86

21.21

31.54

41.89

62.58

15.18

30.06

44.94

59.83

17.85

35.20

52.53

69.94

32.29

62.06

91.82

121.58

R oller

Width Dia.

D

Dia.

Dimensions - mm

Pin Plate

Length Height Thic k.

Trans .
Pitc h

Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T TP kN kN kg/m

R
O

L
L

E
R

C
H

A
IN

S

Oil-Field Chains (HE Series)




